OCP Ready v2 for Hyperscale Data
Center Site Assessment

PDG MU1 - DC2

Self Assessment Status:

Data Center Location Name

Data Center Location Address

Site Development Category:

Site Description: IT Technical Space (White Space) Area

Site Description: Critical IT Power

Site Description: Network Provider Availability

Site Description: Facility Features

COMPLETE-MEETS REQUIREMENTS

PDG MU1

BUILDING 8, GIGAPLEX, AIROLI WEST, NAVI MUMBAI

01/15/2025

12500 sq ft

27.76MW

6 Points of Entry for Fiber into the campus
Network provider's trenches available till site location of all leading network providers, dedicated trenches inside premises

Uptime Tier Ill, 2nos Passenger lifts
2nos Freight lifts
3nos staircases
Each floor designed upto 5SMW IT Capacity

4point entry to Datahall
Dedicated access road and parkings
Office and conference rooms
Dedicated CCTV Monitoring room

Cafeteria
Certifications Achieved: ISO/IEC 20000-1, ISO/IEC 22301, ISO/IEC 9001, ISO/IEC 50001, ISO/IEC 14001, ISO/IEC 45001, BSI 5 Start
Site Description: Other Services Safety
Date Original Assessment is Completed 01/31/2025
Re-Assessment Date: 08/10/2026
REQUIREMENTS - Attribute
Ref: (Must have an Optimum or Acceptable result) (R (o Wz
1 CAMPUS SITE ACCESS & LOGISTICS
1.0 SITE ACCESS
1.0-A
Vehicular Access inc. truck circulation
S0t Building Access
1.0-C
Delivery pathway, Loading dock to storage room
1.0-D
Delivery pathway, Goods in to IT Technical Space
1.0- Corridor floor rolling load
1.0-F
Unboxing/pre-staging/storage area floor uniform load
1.0-G . .
Unboxing/pre-staging/storage area floor concentrated load
1.1 ACCESS CONTROLS & MONITORING
FEE) Site perimeter fence
118 Site security lighting
1.1-C . . . . "
Main Security Checkpoint (or check in location)
1.1-D
Levels of security to gain access to IT Technical Space
1.1-E . . .
Video surveillance data record archive
1.1-F
Visitor access requirements
1.1-G
Entrance and exit door monitoring
1.2 RAMPS
12A Gradient
128 Length
12€ Width
120 Landing area
1.2 Railings
1.3 FREIGHT LIFTS / ELEVATORS
13A Weight loading
1.3-B
Door height
13 Width
1.3-D Depth
2 IT TECHNICAL SPACE (WHITE SPACE)
2.0 STRUCTURAL
20-A Floor rolling load
2.0-B
Floor uniform load
2.0-C

Floor concentrated load




20D Finished floor to ceiling height
2.0-E
Access floor
2.1 ELECTRICAL
21-A Class Rating
218 Row level diverse power feeds
2.1-C
Nominal circuit capacity
2.1-D
Circuit frequency
21E Power receptacle / WIP Type
21F Circuit receptacle location
2.1-G
Upstream UPS options
21H Rack-based batteries permitted
2.1 .
Generator load acceptance time
2.2 COOLING
22A Class Rating
2.2-B
Supplemental Advanced Cooling
2.2:C Rack airflow direction
2.2-D
Air containment methods
2.2E Maximum rack density
2.2 Minimum cold aisle width
2.2-G - . . .
Minimum free width cold aisle (Inside cage)
22H Minimum hot aisle width
221 Inlet air conditions
22 Air quality
22K Temperature rise
2.2-L . .
Cabinet blanking of open space
3 TELECOMMUNICATIONS
3.1 ACCESS PROVIDERS AND OUTSIDE PLANT (OSP) Fiber
3.1-A ]
OSP fiber to data center campus
3.1-B ] ]
Carriers and backbone providers
3.2 MEET-ME ROOMS (MMRS)
3.2-A
Number and Location
3.3 MMR CABLING
3.3-A MMR to IT Technical Space Pathways
3.3-B MMR to IT Technical Space Conduit Pathway sizing
3.4 MMR ELECTRICAL
3.4-A Class Rating
3.4-8 Row level diverse power feeds
3.4-C
Nominal circuit capacity
.4-D
3 Circuit frequency
3.4-E
Upstream UPS options
3.4-F
UPS Redundancy
3.4-G Generator load acceptance time
3.5 MMR COOLING
3.5-A MMR cooling redundancy per room
MMR cooling system type
3.5-B
MMR cooling isolation
3.5-C
3.6 MMR ACCESS CONTROLS
3.6-A Customer access to MMR(s)

Designed to Uptime Tier Ill standard

415VAC 40Amp, 3ph feeders to rack

Without UPS. Customer Server rack to have inbuilt
UPS

Designed to Uptime Tier Ill standard

Designed to Uptime Tier Il standard

230VAC 32Amp, 1ph, 3A+3B

Used common DX system for MMR room
Independent room with dedicated DX units
installed for MMR cooling

Used common DX system for MMR room
Independent room with dedicated DX units
installed for MMR cooling




Service Provider access to MMR(s)

3.6-B
Biometric readers, badge readers, and video surveillance installed
3.6-C for the MMR(s)?
4 SERVICE
4.1 OPERATIONS AND SPARE PARTS
Critical spares program
4.1-A
Critical Response SLA
4.1-B
Remote hands program
4.1-C
Office Space
4.1-D
5 EFFICIENCY
Site Operations Standards
5.0-A
Operational Sourcing Standard
5.0-B
Work Note Communication and Coordination
5.0-C
Site PUE Monitoring
5.0-D
Site Design PUE at Full Load
5.0-E
Site Annualized PUE Current Achievement
5.0-F
Site WUE Monitoring
5.0-G
Site CUE Monitoring
5.0-H
6 OPENNESS
PUE Published
6.0-A
Facility Design Drawings & Files
6.0-B
BMS / PMS Customer Access
6.0-C
7 CERTIFICATIONS
7.0-A 1SO/IEC 27001
SOC 1 Type ll
7.0-B
SOC 2 Type Il
7.0-C
PCI-DSS
7.0-D
Sustainability Assessment
7.0-E
Data Center Certification
7.0-F

Site Assessment Version - v1.0 rev1.15

PDG MU1 site is located at Mumbai, N=20 years
ambient temperature is 41.7°C and the cooling
design with air cooled. Thus, the annualized design
PUE is <1.40

Available for DC2 Bldg

We do only SOC2 Type Il

Available for DC2 Bldg

Available for DC2 Bldg

IGBC Platinum certificate achieved for DC2 Bldg

Achieved TIA Rated Ill for DC2 Bldg




